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Type
Maximum Continuous Surge Current

VPR
Vrms（V） Vdc（V） X 1 time @8/20 In 15 times @8/20

QTMOV150 150 200 50 kA 20 kA 600V
QTMOV175 175 225 50 kA 20 kA 600V
QTMOV210 210 275 50 kA 20 kA 700V
QTMOV230 230 300 50 kA 20 kA 800V
QTMOV250 250 320 50 kA 20 kA 800V
QTMOV275 275 350 50 kA 20 kA 900V
QTMOV300 300 385 50 kA 20 kA 900V
QTMOV320 320 410 50 kA 20 kA 1000V
QTMOV350 350 460 50 kA 20 kA 1200V
QTMOV385 385 505 50 kA 20 kA 1200V
QTMOV420 420 560 50 kA 20 kA 1500V
QTMOV460 460 615 50 kA 20 kA 1500V
QTMOV485 485 640 50 kA 20 kA 1500V
QTMOV510 510 670 50 kA 20 kA 1800V
QTMOV550 550 745 50 kA 20 kA 1800V

In accordance with IEC61643-11:2011;UL1449-4th
Operating Temperature -40℃~+85℃

Electric Strength ≥2500V (AC)
Insulation Resistance ≥10 MOhm

Response Time ≤25 ns
Remote alarm contact Optional

Certifications CE
Additional data for Remote Alarm Contacts

Telecontrol contact type Floating switch contacts
Switching capability Un/In AC: 250V/0.5A DC: 250V/0.1A; 125V/0.2A; 75V/0.5A
Max.Size of connecting wire Max.1.5mm2(or # 16AWG)

Basic circuit diagram

Product features
 Invention patent (CN201610325191.8), with dynamic arc avoidance, arc suppression technology, fast

response speed.
 In case of abnormal voltage environment, get rid of power lines quickly, avoid fire, electric shock and so on.
 Fault failure indication, remote switch terminal with floating switching contacts.
 Miniaturization, for surge protection of digital circuits and electronic circuits.
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Dimension drawing
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