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Part No. SP50C150V-3+NPE（-S） SP50C275V-3+NPE（-S） SP50C320V-3+NPE（-S）

In accordance with IEC61643-11:2011; UL1449-4th
Category IEC/VDE II/ C

Max. continuous
operating voltage Uc

L-N
(AC/DC) 150/200 275/350 320/410

N-PE(AC) 150 255 255

Nominal discharge
current(8/20) In

L-N 20 kA

N-PE 20 kA

Max. discharge
current(8/20) Imax

L-N 50 kA

N-PE 50 kA

Voltage protection level
Up

L-N@In ≤0.9 kV ≤1.3 kV ≤1.5kV
L-N@VPR ≤0.6 kV ≤0.9 kV ≤1.0 kV
N-PE ≤0.8kV ≤1.5kV ≤1.5kV

Response time
L-N ≤25 ns
N-PE ≤100 ns

Follow current
L-N No
N-PE Ifi: 100Arms @ 255Vac

Backup fuse(only required if not already
provided in mains) 125A gL/gG

Operating temperature range - 40ºC ~ + 85ºC
Cross-section of connection wire Single-strand 35mm2; multi-strand 25mm2

Mounting 35mm DIN-rail in accordance with EN 50022/DIN46277-3
Enclosure material thermoplastic; extinguishing degree UL94 V-0
Degree of protection IP20
Installation width 4 modules, DIN 43880
Thermal disconnector Internal green – normal ; red - failure
Remote alarm contact Optional
Certifications CE

Additional data for Remote Alarm Contacts
Remote alarm contact type Isolated Form C
Switching capability Un/In AC: 250V/0.5A DC: 250V/0.1A; 125V/0.2A; 75V/0.5A
Max. Size of connecting wire Max. 1.5mm2(or # 16AWG)Max. Size of connecting wire Max. 1.5mm2(or # 16AWAWA G)

（ ）（ ）（ ）

Dimension drawing Basic circuit diagram

Product features
 Invention patent (CN201610325191.8), with dynamic arc avoidance, arc

suppression technology, fast response speed.
 In case of abnormal voltage environment, get rid of power lines quickly,

avoid fire, electric shock and so on.
 Monobloc base connection unit, remote signaling terminal with floating

switching contacts,and are keyed for operating voltage, in order to avoid
misapplications.

 The use of high energy Zinc Oxide varistors and gas discharge tubes has a
long service life.
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Model AC system Uc(L-N) Uc(N-PE) Up(L-N) Up(N-PE) Diagram
SP50C150V-3+NPE-S

TT/TN-S

150 VAC/200 VDC 150 VAC ≤0.9 kV ≤0.8 kV

1SP50C275V-3+NPE-S 275 VAC/350 VDC
255 VAC

≤1.3 kV
≤1.5 kV

SP50C320V-3+NPE-S 320 VAC/410 VDC ≤1.5 kV

SP50C150V-4-S

TN-S

150 VAC/200 VDC 150 VAC ≤0.9 kV

- 2SP50C275V-4-S 275 VAC/350 VDC
255 VAC

≤1.3 kV

SP50C320V-4-S 320 VAC/410 VDC ≤1.5 kV

SP50C150V-3-S

TN-C

150 VAC/200 VDC 150 VAC ≤0.9 kV

- 3SP50C275V-3-S 275 VAC/350 VDC
255 VAC

≤1.3 kV

SP50C320V-3-S 320 VAC/410 VDC ≤1.5 kV

SP50C150V-1+NPE-S

TT/TN

150 VAC/200 VDC 150 VAC ≤0.9 kV ≤0.8 kV

4SP50C275V-1+NPE-S 275 VAC/350 VDC
255 VAC

≤1.3 kV
≤1.5 kV

SP50C320V-1+NPE-S 320 VAC/410 VDC ≤1.5 kV

SP50C150V-2-S

TN

150 VAC/200 VDC 150 VAC ≤0.9 kV

- 5SP50C275V-2-S 275 VAC/350 VDC
255 VAC

≤1.3 kV

SP50C320V-2-S 320 VAC/410 VDC ≤1.5 kV
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