CLASS I B50 series

Surge Protective Device
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Surge Protective Device
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Product features
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Dimension drawing
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Basic circuit diagram

® Energy coordinated spark gap lightning current protector.

Modular design, guideway installation.
Large flow rate, low residual pressure, no continuous flow.
Compliance with IEC 61643-11:2011.

Technical Parameters

Product model

Application system

Max.continuous operating voltage(AC/DC)(Uc)
Lightning impulse current (10/350us) limp
Nominal discharge current(8/20ps)(In)

Specific energy(W/R)

Voltage protection leve(Up)

Insulation resistance

Response time

Backup fuse

(only required if not already provided in mains)
Relative humidity

Operating temperature range
Min.Cross-section of connection wire
Max.Cross-section of connection wire
Enclosure material

Mounting

Degree of protection

Certifications

B50-1
TN-S/TN-C/TN
385 Vac
50 kA
50 kA
625 kJ/ohms
<2.5kV
>10> MQ
<100 ns

250 A gl/gG

<95%
-40°C ~+85°C
Single-strand / Cord 1.5 mm?

Multi-strand 35mm?2; cord 25mm?
Thermoplastic; extinguishing degreeUL 94 V-0
35mm DIN-rail in accordance with EN 60715/DIN43880
P20
CE
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